HDPE RAIN GUARD ING AND COVER TO BE US FOUNDRY RING 310

MANHOLE RIM ELEVATION TO B & 'OE’ TYPE COVER WITH THE WORDS SANITARY
AT PROPOSED FINISHED GRADE SEWER CAST IN THE COVER
EXCEPT WHERE OTHERWISE NOTED

P i

24"
. (MIN)

IN. 3 COURSES OF CLAY BRICK
MAX. 5 COURSES OF CLAY BRICK

EINFORCED CONC. SECTION
(KEYED TO LOWER WALL)

1y
953
To:
>To
-
-/ - RECAST CONCRETE
#4 BARST ' " (UNLESS OTHERWISE NOTED)
@ 1270.C. o
g K . PIPE 0.D. PLUS 4” W/ A KEYWAY
(FOR PRE—CAST CONC. ONLY)
=1—8" I SEE DETAIL "A” SHEET SS2
/[
0 ==L ) [0
#4 BARS ™ — d
@ 1270.C. (| |
EACH WAY AT L4 ——e— " L d A4 _l_&'_
MID DEPTH gl 6" - e IMEROCK BEDDING
; 6 -4 12" MIN.
7 MIN EAP T

MANHOLE NOTES:

1. PRECAST CONCRETE MANHOLES SHALL CONFORM TO ASTM C478, SHALL BE TYPE Il ACID
RESISTANT CEMENT AND SHALL MAINTAIN A MINIMUM COMRESSIVE STRENGTH OF 4000 PSI
IN 28 DAYS.

2. REFER TO FDOT INDEX 200 FOR ADDITIONAL DETAILS AND SPECIFICATIONS.

3. ALL REINFORCING BARS SHALL BE ASTM A615 GRADE 60. ALL COVERS SHALL BE 3 INCHES
MINIMUM.

4. ALL OPENINGS SHALL BE SEALED WITH GROUT (TYPE 3 CEMENT) SEE DETAIL "A”.

5. A FLOW CHANNEL SHALL BE CONSTRUCTED INSIDE MANHOLE TO DIRECT INFLUENT INTO
FLOW STREAM.

6. SEE DETAIL "B” FOR INFLUENT/EFFLUENT ARRANGEMENT.
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